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Summary
Introduction '

The general objective of this IR/IED study task is to design a Dynamic
Flight Simulator which can be utilized to address a wide spectrum of rapidly
applied and sustained "G" profiles and multistress flight mission problems.
These flight mission prcblems would include the F-14 Spin Simulation Program,
the High acceleration Cockpit Seat Program, ancd the V/STOL Transition Flight
(From vertical to longitudinal) Program.

The specific objectives can he separated into 3 tasks. Task I presents
the simulation mission tasks in which the NAVAIRDEVCEN should accomodate. It
also analyzes the simulator parameters required to handle the simulation
mission tasks. Task Il presents the MAVAIRDEVCEN Dynamic Flight Simulator
mission tasks and the hardware and software requirements. Task IIl details a
desigh and development plan for the construction of a multipurpose dynamic
crewstation and cockpit/computer interface system for the NAVAIRDEVCEM Dynamic
Flight Simulator. A costs and schedule estimate for the development of the
multipurpose cdynamic crewstation is included.

The approach that is utilized in this IR/IED study, in presenting a
multipurpose crewstation concept design, is to first address the entire
NAVAIRDEVCEN Dynamic Flight Simulator design problem and then to present a
development plan for just the crewstation and crewstation/computer interface
portion of the Dynamic Tlight Simulator.

The Dynamic Flight Simulator utilizes a human centrifuge, illustrated in
Figure 1, to provide the high sustained "g" loading environment (up to 40gs)
for dynamic flight simulation. The centrifuge gondola is capahle of
accommodating the crew station, with the crew, and as a result of its
gimballing action is capable of producing almost any force vector through
human tolerance, varying from short duration to long term sustaining
accelerations.

The Dynamic Flight Simulator offers a number of distinct advantages, as
opposed to using an aircraft, in performing rapidly applied and sustained g
profile mission tasks. These include,

] Safety-Pilot/Aircraft

) Cost

0 Statistical Significance

0 Repeatability

0 Parameter Variahility
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0 Sroader Data Base

() Data Handling and Analysis Techniques
] System Reliability

0 Theoretical Reliability

0 Theoretical understanding

0 Availability

] Fuel Costs

o  Weather Conditions

The HAVAIRDEVCEN is addressing the problem of more efficiently using
existing laboratory resources to study aircraft Systems problems which have
common application across a variety of navy platforms. These resources are
comprised primarily of existing NAVAIRDEVCEN simulation facilities, which will
be utilized for the investigation of common system problems. Commonality in
actual aircraft hardware will aid in the reduction of aircraft system
procurement expenses as well a reducing logistics nroblems. A subsystem
laboratories intepretability and planning board has been established which
will determine current and future simulation mission tasks, and identify which
NAVAIRDEVCEN facility is capable of handling specific elements of these
mission tasks. Also, coordination of each mission task element with the total
NAVAIRDEVCEN system effort is being analyzed. The Dynamic Flight Simulator is
one of several simulation facilities, at the NAVAIRDEVCEN, that is being
considered capable of handling specific elements of these mission tasks. Th
NAVAIRDEVCEN Dynamic FLight Simulator descrited in detail, later in this study
report, consists of a multipurpose cockpit crewstation, 2 motion system, a
real worlc visual display system, a scene/target generation system, a
cockpit/computer interface system, a problem control station and a number of
digital and analog computers.

The NAVAIRDEVCEN Dynamic Flight Simulatcr multipurpose cockpit design will
have the flexibility of being confiqured into a variety of aircrafts and can
utilize the basic instrumentation of that specific aircraft. The multipurnose
crewstation concept, illustrated in Figure 2, consists of a general cockpit
structure and platform, housing a specific coc%pit nanel, anc "J-BOX" wiring
interface enclosure. This cockpit panel assembly will be an exact replica of
the particular aircraft involved in the mission task, including panel width,
down vision, and pilot eye to panel dimension. The cockpit panel assembly,
including the front panel, instrumentation, and cockpit/computer interface,
will be constructed as a drawer, with the capability of being removed and a
new cockpit panel assembly, with completely different aircraft features, being
installed. A different cockpit panel assembly will be utilized for each
aircraft type. The Oynamic Flight Simulator concept 2lso incluces a
multipurpose cockpit/computer interface system which is compatable with the
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gondola slip ring wiring complement. The cockpit structure will be
constructed with enough flexibility to obtain certain features of the
simulated aircraft, such as cockpit width. The pilot consoles will he
constructed so that the forward and side angles may be varied to conform to
the simulated aircraft. Two cockpit structure stations could be utilized for
a side by side cockpit configuration.

The multipurpose crewstation concept minimizes the cost of producing a
specific simulator for a specific mission task, and reduces the time for
developing a simulator for future mission tasks. Also, a new aircraft cockpit
panel assembly can be fabricated and wired off line, while experimental design
work is being conducted on the existing centrifuge cockpit.




Background

The NAVAIRDEVCEN Human Centrifuge Facility was constructed in 1652 as a
dynamic simulation facility to be utilized for,

] Medical Research

0 Psycho-Psychological Studies

0 Space Program Human Engineering
Studies

o Astronaut Training

In recent years the NAVAIRDEVCEN Human Centrifuge has heen utilized
primarily for, :

0 Psycho-Physiological Studies on the Effects of combined Stress on
Naval aircrews.

0 NAVAIRSYSCOM Sponsored Simulation Studies.

Specific recent centrifuge programs involving the dynamic simulation of
military and commercial aircraft in emergency conditions includa,

1. Simulation and effects of severe turbulence on jet airline pilots

2. Evaluation of a career takeoff director system in simulated night
catapult launching of the A-7 Aircraft

3. ODynamic Spin Simulation of F4 aircraft

4, Acceleration effects on the ability to activate emergency devices in
the F-4 cockpit

€. Integrated simulation of atmospheric pressures and dynamic forces
during accidental decompression and subsequent emergency descent of high
altitude transport aircraft.

The performance and results of these specific mission tasks indicated
certain centrifuge limitations. These limitations identified the requirements
for,

1. Digital Computer computational capability

2. Cockpit display generator and online data acquisition/reduction

3. Improved real world visual cues

4, Aero data at high angle of attack




. Variable force pilot stick control loader system

. Improved centrifuge control drive algorithms

. Solid state analog computer

5
6
7. Improved control console
8
9

. Gimbal hydraulic drive (1st and 2nd axis)
10. Gondola third axis drive

Improvements in the Dynamic Flight Simulators capabilities are constantly
being incorporated. The following list of improvement tasks in addition to
those detailed in this report, are currently being pursued or require funding
to accomplish.

1. Implement digital computer capability (active)

2. Purchase cockpit display generator and online data
acquisition/reduction system (active)

3. Purchase real world visual display and scene generation system
(preliminary funding acquired))

4. lmprove centrifuge drive algorithms (active)
5. Upgrade centrifuge control console (funding required)
6. Purchase solid state analog computer {funding required)

7.  Purchase centrifuge gimbal hydraulic drive for the lst and 2nd axis
(funding required) '

8. Purchase centrifuge gondola 3rd axis (funding required)

The current basic NAVAIRDEVCEN Human Centrifuge Facility designated
Dynamic Flight Simulator (DFS) is described in Appendix A of this report.

This IR/IED study basically deals with the cockpit crewstation, and
required cockpit/computer interfaces, portion of the NAVAIRDEVCEN Dynamic
FLight Simulator. The design of a multipurpose cockpit crewstation and
cockpit/computer interface system would enahle a more efficient utilization of
the NAVAIRDEVCEN Dynamic Flight Simulator and therefore provide the capability
of handling a larger volume and variety of dynamic simulation mission tasks.




Conclusions

The NAVAIRDEVCEN Dynamic Flight Simulator will provide the Denartment of
Defense with the only dynamic flight simulator in which solutions to a wide
snectrum of man/machine interface problems can he safely evaluated in a
rapidly applied, sustained g, multi-stress flight environment, throughout the
entire flight regime of a modern high performance aircraft. A summary of the
primary mission tasks (requiring high sustained "g" force/motion environment),
and the secondary mission tasks (not necessarily requiring high sustain "o"
environment), which the Dynamic Flight Simulator should accomodate, are listed
below. Included under the mission tasks are specific planned/nroposed Dynamic
Flight Simulator programs.

Primary Mission Tasks
o} Specific Planned/Proposal Programs
1. Survivability and Vulnerability
0 F-14 Spin Simulation Program
2. Flight Performance-Transition
] V/STOL Flight Transition Progran
3. Equipment Test and Evaluation
o} High Acceleration Cockpit Program

0 Personnel Restraint System Program

0 Integrated Protective System

4. Human Factors Physiological and Environmental

0 Combined Stress Program
5. Training-Familiarization
0 F-14 Spin Simulation Program
Secondary Mission Task

1. Takeoff and Landing

2. Air Combat meneuvering

3. Weapon Delivery

4. Human Factors - Task Loading

5. Human Factors - Automatic Decision Aids




It is difficult to provide an exact cost figure for a simulated aircraft
system without specifically detailing the aircraft type and the active
instrumentation, so the cost estimates in this report will be hased on a
typical flight simulator with selected instrumentation, as illustrated in
Figure 3. The most immediate program which would utilize the Dynamic Flight
Simulator is the F-14 Spin Simulation program. The cockpit panel
configuration will be an exact replica of the F-14 aircraft and the selected
instrumentation will include equipment normally utilized on a typical fixed
winded aircraft, as well as the F-14 aircraft. No equipment will be supplied
that is specifically designed for the F-14 aircraft This equipment will be
funded by the F-14 Project Office.

Existing NAVAIRDEVCEN equipment will be utilized whenever applicable. 'In
addition, equipment not specifically related to proving the multipurpose
crewstation concept, such as the real world visual display system, will be
funded separately.

The hardware and software develgopment cost for the design, fabrication and
checkout of the Dynamic Flight Simulators multipurpose crewstation and
cockpit/computer Interface system is about 360K. A development cost breakdown
includes,

Wl Software (Wl.1-Wl.5)

Inhouse Labor

Engineering (4 man months) (5K/mo) =
Shop/Tech. (0 man months) (4.2K/mo) =
Materials/Computer 1
Contracts

(%

OO0

.

QOO0
ARIARRARAR

Sub Total 30.0
W2 Hardware (W2.1-W2.5)
Inhouse Labor

Engineering (18.5 man months) (5K/mo) = 102.5K
Shop/Tech {29.5 man months) (4.2K/mo) = 124K
Materials/Computer 45K
Contracts 60K

Sub Total 331.5

Multipurpose crewstation
Development Cost Total 361.5K

The multipurpose crewstation development software will be limited to a
minimal amount of computer costs and software labor required to integrate,
checkout and demonstrate the basic concept. The software required to drive
the human centrifuge, cockpit instrumentation, displays, flight controls etc,
will have to be provided by a specific program.

In summary, the multipurpose cockpit crewstation portion of the Dynamic
Flight Simulator, which includes the cockpit, structure, instrumentation,
displays, flight controls, panels, and cockpit/computer interface system
requires about 361.5K in funding, so that the feasibility of the design
concept can be validated.

-9-
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Recommendations

Tie NAVAIRDEVCEN Dynamic Flight Simulator Development Plan report should
oe utilized to obtain funding to fabricate an experimental multipurpose

crewstation prototype, so that the feasihility of the design concept can %e
valicated.

A real world visual display system should e purchased and utilized with
the multipurpose crewstation as an inteqrel part of the HAVAIRDEVCE!N Dynamic
Flight Simulator.
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i Dynamic Flight Simulator Mission Tasks and System Parameters

A particular programs mission tasks and systems parameters must be
analyzed to determine if the Dynamic Flight Simulator is the type of simulator
to be utilized for the program. Also, the Dynamic Flight Simulators
capabilities must be analyzed to determine if this program could be adequately
performed on this specific simulator. Obviously, a criteria must bhe
formulated to provide the guidance necessary to determine if a program is
ideally suited for the Dynamic Flight Simulator, and to determine the
simulator requirements. The following sections will detail a list of potential
mission tasks in which the NAVAIRDEVCEN Systems resources should accomocate.
Also, a list of simulation system parameters will be presented. A criteria
will be formulated to determine what mission tasks should utilize the Dynamic
Flight Simulator. These mission tasks will be analyzed to cetermine the
Dynamic Flight Simulators hardware requirements.

1. Simulation iiission Tasks

A representative list of simulation mission tasks in which the
NAVAIRDEVCEN should accomedate should include those presented in Table 1.

-14-
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Table 1

NAVAIRDEVCEN Simulation hission Types/Tasks

(1)

(2)

(3)

(4)

(5)

(7)

Flight Performance (Pilot Function)
0 Airways Navigation

Operational Navigation

Takeoff and Landing

Air Combat Maneuvering

Flight Transition (V/STOL)

0

0

(]

0

Tactics (Crewmen Function)

0 Target Tracking

) Contact and Tracking Correlation
o Tactical Execution
0
Se
0
0
0
0

Tactical Aids

nsors (Crewmen Function)
Detection
Detection
Classification
Sensor Improvement

Weapons (Pilot ancd Crewmen function)
0 Weapon Launch Decisions

0 Target Identification

0 Air to Air Weapon Delivery

) Air to Ground ‘leapon Delivery

Vehicle Interface
Equipment Test Evaluation (Displays, Instruments, Flight
Controls, etc.)

Hardware Systers (Equipment Function)
0
0

Software Systems (Equipment Function)
0 Computer Processing Architecture
0 Computer Hardware
) Software Routines

Human Factors (Man-Machine Systems Function)

System Control and Management

Survivability and Vulnerability

Automatic Decision Aids

Task Loading

Functional Requirements Multi-sensor Correlation
Multi-Sensor Correlation

Information Distribution

Environment Considerations

O 0000000
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(8) 'Training (Training Function)

0 Familiarization

The mission tasks are somewhat general and; therefore would have to be
broken down further into sub tasks, to specifically determine the optimum
simulator to utilize with these tasks. This study, however, will deal with
these general mission tasks and attempt to provide hardware requirement
guidelines to determine a criteria for the selection of the general mission
tasks that should be accomodated on the Dynamic Flight Simulator.

2. Simulator System Parameters

Simulation is a never ending series of compromises because the parameters
involved in producing a man-machine flight simulator are usually not well
defined at the initiation of a program. Some engineers insist that the
cockpit configuration of a flight simulator must be an exact replica of the
aircraft being simulatec. This is not always practical because in order that
the simulator construction is delayed until final cockpit information is
available, valuable fabrication time is lost and there is a possibility that
the flight simulator will not be completed in time to have an impact on the
program. Other engineers feel that if the cockpit configuration of a flicht
simulator were built to a generic configuration the simulation would not only
be completed early in the program, but this flight simulator could be used for
other programs. One problem with this approach is that some simulation flight
missions, such as training, require the simulator to approach an exact replica
configuration. Another problem is that the cockpit configuration of a fixed
wing aircraft is considerably different than that of a helicopter
configuration, which adds to the problems of using one flight simulator for
both aircraft types. Most flight simulators, including those at the
NAVAIRDEVCEN, have compromised the problem by utilizing a combination of hoth
generic and exact replica cockpit configuration disciplines. Another type of
simulator configuration, designated, Integration laboratory, utilizes actual
aircraft system, usually in a generic configuration. This simulator is not
utilized for man-machine experimental design functions but rather to check out
the interface of actual aircraft equipment and the software programming
involved in the aircraft system.

The foliowing is a list of the primary simulator cockpit configuration
utilized at the NAVAIRDEVCEN.

1. Generic (Functional Requirement Function)

2. Generic and exact replica combination (experimental design function)
3. Exact replica (training function)

4. Aircraft equipment integration (interface and software function)

The NAVAIRDEVCEN includes simulator cockpit configurations of each of
these categories. In order to address the multiplicity of systems problems a
variety of simulator configurations, utilizing a variety of simulated and
actual aircraft equipment, will be necessary. It is important to determine
the capability of each of these simulators so that a particular common mission
task can be properly located on a specific simulator, and that this simulator
has the necessary hardware and software capability to handle the mission task.

-16-




In order that a man - machine flight simulator is properly developed for a
mission task several general hardware and software requirement must be
specified. A representative list of simulator Parameter information data
siaould include,

(1) Simulator Cockpit Configuration
0 Generic
o Generic and Exact Replica Combination
o] Exact Replica
o} Integration Lab

rcraft Type
Fixed Wing
Helicopter
V/STOL

: (2)

Ai
0
0
0
: (3) Cockpit Seating configuration
0 Single Seat
o} Side by Side
] Tandem
o] Three Crewmen
0 Four Crewmen

3 (4) Cockpit Flight Controls
Control Stick
Side arm controlier
Collective
Throttle

Rudders

OCo0Oo0OO0O0O0OO0O

! (5) Cockpit Instrumentation
Airspeed indicator
Barometric altimeter
Radar altimeter
Attitude Indicator
Horizontal Situation Indicator
Rate-0f-Climb Indicator

C
o
0
0
0
0
| 0
] o Accelerometer
; 0
0
C
0
)
()
0

O

Angle of attack
Clock
(6) Cockpit Displays
Multipurpose
Vertical Situation Display
Horizontal Situation Display
Heads Up
(7) Aircraft Inflight Cues
0 Real Horld Visual
0 Motion
0 "G" Suit
0 "G" Seat

17~




(8) Sensors ,

0 LOFAR
0 DIFAR
0 CASS
o MAD
0 Radar
0 £SM

(9) Computers
) Digital (Central)
o  Digital (Mini)
0 Digital (Microprocessor)
0 Analog

(10) Cockpit/Computer Interface
o} A/D Converters
0 B/A Converters
0 Synchro Converters
0 Cockpit "J Box"

After a determination has been made, regarding the general simulator
hardware and software requirements necessary to perform a particular mission
task, specific harcware and software requirement information should Le
detailed for the following simulator subsystems

0 Cockpit (including instrumentation, displays, switches,
indicators, communications and flight controls)

Motion

Visual Display

Scene/Target Generator

Cockpit/Computer Interface

Problem Control Station

Computer

Oo0OO0OO0OO0CO

This detailed simulator subsystem information should include,
1.) Cockpit
PANEL CONFIGURATION

0 Down Vision Angle (degrees)
0 Panel Wicdth (inches)
0 Pilot Eye to Panel Distance {inches)

COCKPIT DISPLAY

Input output signals

Display screen size (in, cm)
Resolution éarc min)
Brightness (fL)

Contrast (ratio)

Display image sizes (in., cm)
Display functions

000000 O0O
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(2)

(3)

(4)

0
0
0
0
0o
0

Writing speed an refresh ratio (in/usec. cm/usec)

Phospher color

Linearity (percent)

Allowable distortion (percent)

Bandwidth (MH )

Additional features including phospher protection, high-voltage
protection, gamma correction

Deqrees of Freecom
Total payload (1b, gram)
Motion displacement (longitudinal, lateral, and vertical) (# in,

Motion velocity (longitudinal, lateral, and vertical) (in sec,

Motion acceleration (longitudinal, lateral, and vertical)
(in/sec, cm/sec )

Motion rotatiwn (roll, pitch, and vaw) (degrees/sec)
Motion rotational acceleration (roll, pitch, and vaw)

iMmotion System
]
o
0

+ cm)
0

cm/sec )
)
0
0

(degrees/sec )
Visual Display

(o]

000 QOO0 0O0

Field of view (degrees horizontal, degrees vertical, cegrees
downward)

Brightness (fL)

Depth of field

Contrast (ratio)

Exit pupil diameter (in.cm)

Picture color {black and white or chromatic)

Geometric distortion (percent)

Collimination error (arc min of convergence, divergence, and
dipvergence)

Scene/Target Generator System

Computer Generated Scene

0

oo

0000000

Color (black and white or chromatic)

Input/Output signals

Special features (curved surface shading, edge smooting,
variable fog, aerial perspective, broken clouds, texturing,
etc.) yes or no

Number of display edges

Number of stored edges

Video raster (number of TV lines)

Scan rate (number of frames per second)

Number of point lights

Number of channels

Special-purpose computer (bit word site, numher of words of core
memory, memory expandable to words, number of hardware
instructions)




Computer Generated Image Target

Simulated aircraft altitude (Q-v, 0-v m)

Simulated aircraft attituce (degrees)

Simulated aircraft angular rates (degrees/sec)
Simulated aircraft translational rates (ft/sec, m/sec)
Accuracy of simulated altitude (+ ft, +m

Accuracy of simulated altitude (+ degrees

Accuracy of translatioral position (+ in, + cm)

OO0 0000 O

Terrain Model Scene Generator Systems . !

Interface definition and associated equipment

Input/output signals

Special features

Color (black and white or chromatic)

Terrain and white or chromatic)

Terrain model scale (ratio)

Gantry displacement (longitudinal, lateral, and vertical) (+ft.
+ meters)

Gantry velocity (longitudinal, lateral and vertical) !in/sec,
em/sec) .

Gantry acceleration (longitudinal, lateral and vertical)
(in/sec, cm/sec )

Gantry accuracy (in, cm)

Gantry minimum smooth track velocity (in/sec, cm/sec)
Optical probe field of view (degrees)

Optical probe field of view (degrees)

Optical probe movement (roll, pitch, yaw) (degrees)

Optical probe velocity (roll, pitch, vaw) (degrees/sec)
Optical probe acceleration (roll, pitch, yaw) (degrees/sec )
Optical probe accuracy (degrees)

Optical probe minimum smooth track velocity (degrees/sec)

OO0 00 O0O0O0

(=}

o

O 00000000

High-Fidelity Target Generator Systems

Input/output signals

Static position accuracy (vaw, pitch, roll) (degrees)
Position limits (vaw, pitch, rol1) (deqrees)

Maximum slew rate (yaw, pitch, roll) (degrees/sec)
Minimum slew rate (yaw, pitch, roll) (degrees/sec)
Bandwidth (rad/sec)

CO0OO0OO00O0

(5) Computer/Cockpit Interface System i

The specification headings for the computer/cockpit interface system are
not included in this report.
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(6) Instructor Control Station

Display type/number

Keyset type/number of keys
Types of instruments
Readouts and indicators
Playback capability

(7) Computers

Description of processing system

Description of display generation system
Description of all peripherals

Description of real-time system

Description of interface to simulation device

Upper level block diagram of hardware configuration
Word length

Cycle time(s)

Memory capacity and characteristics

Software language capabilities

Editing, debug, and diagnostic aids

Operating system including real-time interrupts (with

priorities) for general-purpese and symhol generation
0 Software/system documentation

Oo0o0O OO0

0O00O0O0ODO0OODOOOO

The following general information should be requested for each of the
simulator subsystem proposed for impliementation in a simulator concept:

Manufacturer's name and model number

Brief functional description

I1lustration showing the location of major components
Overall size (ft, m

Weight (1b, kg)

Power requirements (kW)

Cost

O0000O0O

3. OFS Mission Tasks and System Parameter Criteria

This report will not attempt to list all of the specific subsystem
requirements detailed in the previous section of this report, but will present
a selected number of these requirements so that a multipurpose dynamic flight
simulator can be designed. Also, some subsystem specifications such as motion
are inherent in the existing human centrifuge and cannot be easily altered.
The NAVAIRDEVCEN Dynamic Flight Simulator requirements; therefore will be a
combination of existing features and selected subsystem requirements necessary
to handle the proposed mission tasks.

The most important Dynamic Flight Simulator system parameter is rapidly
applied and high sustained "g" motion, so that all mission tasks would first
have to be judged to determine if high sustained "g" is a major requirement.
The specific human centrifigue motion specifications are detailed in reference
1, and selected specifications are presented in section III of this report,
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The human centrifuge can also provide a multi stress environment including
variations in temperatures, pressures, noise, and huffeting, Each mission
task should be analyzed to determine if a multi-stress environment is an
important factor in the mission task performance,

Many mission tasks such as takeoff and landing, could be run on the human
centrifuge, eventhough high sustained "“g" forces are not required and;
therefore these missions must be considered secondary utilization tasks.
Secondary tasks would have to be judged on other parameter tradeoffs such as
cost, schedule, etc. Other secondary tasks might include air combat
méneuvering or task loading mission tasks, requirec as part of a pr1marv
mission task such as a spin simulation program.

Finally the overall NAVAIRDEVCEN Centrifuge Facility capahility, descrited
in Appendix A, should be utilized as a trade off judging factor in the
selection of the mission tasks that could utilize the Dynamic Flight Simulator.

The multipurpose crewstation cockpit configuration should utilize a
generic and exact replica combination cockpit configuration, cesignated in the
last section of this report as an Experimental Design Simulator. Research has
generally shown that functional similarity “etween aircraft anc simulator
procuces greater pilot acceptance and therefore aids in his motivation.

The cockpit panel should maintain as minimum, the correct !i1 Starcard
down vision, panel width, pilot eye to panel and ejection envelope
dimensions. The cockpit panel instrument and display layout should also
closely resemble the specific simulated aircraft.

High sustained "g" requirements indicates the simulation of a fixed wing
aircraft; however the Dynamic Flight Simulator could be utilized for certain
mission tasks with a helicopter or V/STOL cockpit configuration. The tyne of
aircraft utilized in the DOynamic Flight Simulator will dictate the
requirements for instrumentation, flight controls, displays, etc. The cockpit
seating configuration will be 11m1ted to single seat and side by side because
of space limitations in the centrifuge gonfola. The aircraft 1nfllgnt visual
and motion cues will be dictated by the mission tasks. Sensor simulation
mission tasks, with the possible exception of tactical radar, should probahly
not be done on the Dynamic Flight Simulator.

4, DFS Mission Tasks and System Parameter Requirements.
Representative simulation tasks of the type that should he addressed at

the NAVAIRDEVCEN are presented in table 2, along with those primary and
secondary mission tasks which could utilize the Dynamic Flight Simulator.




Table 2 Dynamic Flight Simulator Mission Tasks

- Dvnamic Flight Simulator
Simulation

Mission Tasks Primary Secendary
g Tasks Tasks

(1) FLIGHT PERFORMANCE

AIRKAYS NAVIGATION

OPERATIONAL NAVIGATION

TAKEQOFF AND LANDING

ATRCOMBAT MANEUVERING
TRANSITION (VERTICAL TC FCRWARD)

(2) TACTICS

TARGET TRACKING

CONTACT & TRACKI!G CORRELATION
TACTICAL EXECUTION

TACTICAL AIDS

(3) SENSORS
¢ OETECTION -
o CLASSIFICATION -
0o SENSOR IMPROVEMENT - -

(4) WEAPONS
0 WEAPON LAUNCH DECISIONS
o TARGET IDENTIFICATION
o AIR TO AIR WEAPON DELIVERY
o AIR TO GROUND WEAPON DELIVERY

(5) HARDWARE SYSTEMS

o VEHICLE INTERFACE
0o EQUIPMENT TEST & EVALUATION

<t 1o
1 S

OO0 o00O0

00 O0O0o

[ IO I I ]
< <«

<1
<1

(G) SOFTWARE SYSTEMS
o CONMPUTER PRCCESSING ARCHITECTURE - -
o COMPUTER HARDWARE - -
0 SOFTWARE ROUTINES - -

(7) HUMAN FACTORS

SYSTEM CONTROL AMND MANAGEMENT
SURVIVABILITY AND VULNERABILITY
AUTOIMATIC DECISION AIDS

TASK LOADING

FUNCTIONAL REQUIREMENTS
MULTI-SENSOR CORRELATION
INFORMATION DISTRIBUTION
ENVIRONMENTAL CONSIDERATIONS
PSYCHO-PHYSIOLOGICAL STUDIES

(8) TRAINING
0 FAMILIARIZATION

<t 1 K0

OC0O0O00O0OO0O0CO

K<t K0

<
<
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It would be useful at this point to discuss planned/proposed specific
programs that might utilize the Dynamic Flight Simulator, so theat the primary
and secondary mission tasks, selected in Table 2, might bYe reinforced.

(1) The F-14 Spin Simulation Program requires the hich sustained "“g¢*
environment of the centrifuge, since many spins occur irn this environment.
This program also requires some limited air combat maneuvering capability,
since inadvertent spins occur during high task loading situations, during air
comcat maneuvering missions. Also, certain zircraft equipment involved in the
overall spin problems; such as cockpit, displayvs, warning indicators, engine
instruments etc., can be tested and evaluzted in a simulated spin
environment. Spin familiarization training is another useful mission tas*
that can be accomplished on the centrifuge.

(2) The V/STOL Fliqght Transition Program (Vertical to Forward) will
require the continued motion conditions that are available on the human
centrifuge.

(3) The High Acceleration cockpit Seat Program requires the high
sustained "g" environment of the centrifuge, for the test and evaluation of
the crevmans rotating seat, during a high acceleration flight maneuver.

(4) The Personnel Restraint System Program requires the high sustained
"g" environment, of the centrifuge, for the test and evaluation of varicus
crew restraint systems.

(5) The Combinec¢ Stress Frogram requires a multi-stress environment
inciuding high sustained “g" to determine the Psycio-Physiolcgical effect on
aircrew performance cduring various missiorn tas™s.

The general Simulator perameters necessary to rdetermine the Dynamic Flight

Simuletor requirements are presented in tabla 2 and the narameters required
for the following primary and secondary mission tasss are indicated,

Primary Mission Tasks

Flight Performance Transition
Survivability and Vulrerahility
Equipment Test and Evaluation

Human Factors ~ Psvcho - Physiological an€ Environmental
Considerations

0 Training - Familiarization Tasks

0000

Secondary Mission

Takeoff and Lancing

Air combat Maneuvering

Weapon Delivery

Human Factors Task Loading

Human Factors Automatic Decision Aids

CO0OO0OO0O0
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II Dynamic Flight Simulator System

Requirements
1. Hardware

The Dynamic Flight Simulator System must have sufficient hardware
equipment to handle the mission tasks presented in table 2. This hardware
equipment will include,

0 Multipurpose cockpit (including instrumentation, displays, switches,
indicators, communications

Motion Base System

Visual Display System

Scene/Target Generation System

Computer System

Cocxpit/Computer Interface

Problem Control Station

QO 00O

o

The hardware requirements for each of these subsvstems will he descrihed
in the following paragraphs.

1.1 HMultipurpose cockpit. The simulator cockpit geometry should he close to
a replica of tie aircraft that is being simulated. Research has generally
shown that functional similarity between 2ircraft and simulator produces
greater pilot acceptance, and therefore aids in his motivation. Normally the
Dynamic Flight Simulator will be configured as a fixed wing aircraft, but the
capability of incorporating a V/STOL or helicopter aircraft confiquration
should te included. Encugh active instrumentation, displays, switches,
indicators and flight controls are required to perform the mission tass
outlined in Table 2. The instrumentation should include flight instruments,
such as airspeed, rate-of-climb, radar altimeter, barometric altimeter,
altitude, bearing/distance/heading, accelerometer, angle of attack and turn
and slip indicators and engine instruments, such as rotor speed, turbine inlet
temperature, and basic fuel flow.

The number of cockpit display systems, such as a Vertical Display
Indicator or a Horizontal Situation Display Indicator, will depend on the
simulated aircraft; however the multipurpose cockpit should e flexible encugh
to facilitate the required displays. The capability of incorporating a Heads
UP Display system into the cockpit should be included.

Selected switches, indicators, and panels, dictated by the type of
simulated aircraft and the mission tasks, should he made active.

Active flight controls should include a close facsimile of the simulated
aircrafts stick, and rucdder system and either a fixed wing aircrafts throttle
or a helicopter collective system.

*l




Communications between the multipurpose cockpit, the instrumentation
station, computer rooms and the gqoncola loading platform, should Le proviced,

A motion buffet system designed to produce the requirec aerodynamic
buffeting cues, during certain aircraft aercdynamic maneuvering situations,
should be provided.

1.2 Motion System

The Dynamic Flight Simulator motion requirements in theory depend on the
mission task motion requirements; however the centrifuges motion capabilities
are well defined, as detailed in reference a. A mission task therefore will
have to be designed according to the centrifuges current motion specifications.

1.2 Real World Visual Display System

The Dynamic Flight Simulators mission tasks require a real world visual
display system, which will present the proper scene/target required for each
task. This scene will include, as a minimum, a horizon, some qround terrain
and sky features, to allow the pilot to perform certain aerodynamic
maneuvering tasks, depending on the mission. Also, a target zircraft will he
superimposed on the real world display during certain experimental design
tasks.

The real world viewing area should be as large as possible; however this
field-of-view will be limited to the space constraints of the centrifuge
gondola. A high fidelity real world image should be presentec directly in
front of the pilot. A low fidelity real world image can be presented in the
area of the pilots peripheral vision. The visual display system should have a
resolution of at least 6 arc minutes and a brightness of at least 4 ft
lamberts. A chromatic real world system is desired but not required.

The visual display system must be capable of withstanding the centrifuges
10-15g dynamic loading requirements. The physical size of the real vorld
visual display unit must conform to the gondolas space limitations, detailed
in reference b.

1.4 Scene/Target Generation

The scene/target generation system must be capable of ogenerating the real
world image, described in the previous section of this report. This system
must also have the capability of updating the scene/target image, 2 minimum of
every 1/20 sec, in proper perspective, to conform to the pilots aerodynamic
maneuvers. Reasonable coordination of the aircraft simulators visual and
motion cues is required.

1.5 Computer Systems

The Dynamic Flight Simulator system requires the utilization of a complete
computer facility, including analog, digital and display generation
computers. This capability should inclucde access to the Computer Facilities
560G Digital Computer, EAI Analog Computer and the IDI Display Generator
Computer System.




.- el T

1.6 Cockpit/Computer Interface

A cockpit/computer *J BOX" interface must e preovided, in the gondcla.
This interface must conform to the centrifuge slip ring ccmplement of input
and output wires and be capable of provicing an adequate number of
potentiometer signals (utilized for instrumentation and flight controls),
suitch closures indiscretes, lamp driver outdiscretes, display signals, power
inputs and physiclogical outputs. Additional cockpit/computer interface
equipment, depending on the mission task, might include analog/cigital
converters, digital to analog converters, synchro converters, display
interface and a cdiscrete interface.

1.7 Problem Control Station

The basic equipment required for the Dynamic Flight Simulator systems
Problem Control Station, exists at the NAVAIRDEVCEM. Selected
instrumentation, displays, switches, or indicators should be provi-ed, as
cdictated by the particular mission task.

2. Softuare

The software requirements to handle a flight simulator such as the Dynamic
Flight Simulator are complex, expensive and generally beyond the scope of this
study. This function would normally be directed toward a specific program
such as the F-14 Spin Simulation program. The software requirements and
description for the F-14 Spin Simulation Program are detailed in the
NAVAIRDEVCEN F-14 Spin Simulation Program Proposal Report (reference c¢). The
Dynamic Flight Simulator; however does requirc a limited software program for
the integration, checkout and demonstration of the Dynamic Flight Simulator
multipurpose crewstation concept. This software requirement should be
included in the Dynamic Flight Simulator cost estimate.

«3l-
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II1 Dynamic Flight Simulator System Description

Description
I. Hardware

The Dynamic Flight Simulator hardware block diagram, illustratec
in Figure 4, includes the centrifuge gondola hardware equipment and the
computer complex and peripheral equipment, necessary to perform the cdesignated
mission tasks. The computer complex and peripheral equipment, described in
appendix A, are part of the NAVAIRDEVCEM simulation facility anc are not
included in any DFS multipurpose crewstation Dynamic Flight Simulator cost
estimates. Also, existing NAVAIRDEVCEN cockpit equipment will be utilized if
it is applicable to the Dynamic Flight Simulator. The centrifuge condola
hardware and related system equipment consist of the following systems:

, 0 DFS Cockpit (including instrumentation, displays, switches,
: indicators, communications and flight controls)

Motion Base

Visual Display

Scene/Target Generator

Computers

Cockpit/Computer Interface

Problem Control Station

0000 O0O0

Each one of these systems will be described in detail in the following
paragraphs
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1.1 Dynamic Flight Simulator Cockpit

The multipurpose crewstation, as cescribed in the summary of this
memorandum and, illustrated in Figure 2, consists of a general cockpit
structurc and platform housing a specific cockpit parel and "J-Box" wiring
interface enclosure. This cockpit panel assembly will be a replica of the
particular aircraft involved in the mission task, including panel width, cown
vision, and pilot eye to panel dimension. A different cockpit panel assembly
will be utilized for each aircraft type. The cockpit structure will %e
constructed with enough flexibility to obtain certain features of the
simulated aircraft, such as cockpit width. The pilot consoles will ke
constructed so that the forward and side angles may be varied to conform to
the simulated aircraft. Two cockpit structure stations could he utilized for
a2 side by side cockpit configuration.

The dynamic flight simulator instrumentation depends on the aircraft
required for the mission task. .The instrumentation normally required includes
the following indicators:

Airspeed ( I)

Rate of climb (R/CI)

Radar altimeter (R I)

Barometric altimeter (BAI)

Altitude ( I)

Bearing, Distance, Heading (BDHI)
Depending on the type of aircraft to be simulated, additional instrumentaticn
required could include the following indicators:

. Accelerometer (gI)

Angle of attack (AOAI)

Turn and Stip (T/SI)

Engine (EI)

These cockpit instruments can he commercially purchasec from the Malwin
Electronics Corporation, as a simulated exact replica of the aircraf*
instruments with a simple variable d.c. voltage input, simulating the actual
aircraft sensor input. The Dynamic Flight Simulator cost estimate will
include the angle of attack. altitude an¢ hearing, distance, heading
indicators, and will utilize existing airspeed, rate of climb, radar
altimeter, barometric altimeter and accelerometer indicators.

The required cockpit display system again includes the displays which are
located in the simulated aircraft. These displavs might include & vertical
display, norizontal display and heads-up display. The cockpit display system
will utilize a stroke or random vector dispiav svstem, which simultaneously
moves the CRT beam in an arbitrary X and Y direction directly to the point at
which the graphic element is to be displayed. The CRT beam is turnec on and
the graphic element is traced from point to point. This display system offers
high resolution and is directly compatible with the Information Display Inc
(IDI) Display Generation system, described in appencdix A. The cockpit
displays must te puchased on special order, because of the 10 - 15 g lcading
requirements, dictated by the centrifuge dynamics. A magnetic deflection
display unit is capable of handling higher "1 Vsading requirements than an

-24-




electro-static display unit. The Orwin Associates Co. can procduce a qualityv
calliqgraphic CRT display desiqgned to achere to the cockpit cisplay
requirements. The Dynamic Flight Simulator cost estimate will include two
multipurpose cockpit cisplavs and will utilize an existing Heads Up display
unit.

The Dynamic Flight Simulator's flight controls will include a control
stick and rudder force loading system and, depending on the aircraft to be
simulated, a simulated throttle or collective system. A simulated universal
control loading system is commercially produced by the lMcFadden Electronic
Co. This nilots stick and rudder system incluces integral rotary actuators,
valves, transducers, servo controls, and function generating electronics
designed to provice the pilot with realistic "feel" cues. The McFadden
Electronic Co control loader system cost is ahout 128K, An existing
NAVAIRDEVCEN stick and rudder control loader system will be utilized in the
initial checkout of the Dynamic Flight Simulator. The cost estimate will
incluce a fixed wing aircraft throttle system.

An intercommunication system is available at NAVAIRDEVCEN which
facilitates the programming of signals between various stations such as the
gondola, the instrumentation station, the computer rooms, and the qendola
loacing platform. Selected switches and incicators on the stick,
throttles/collective, displays, caution and warning panels will be providec,
depending on the mission tasks. Also, active or partly active console panels
will be provided.

The Dynamic Flight Simulatcr will he provided with a vertical motion
buffet system. This hardware will consist of a hvdraulic actuator system,
attached to the simulated cockpit structure, designed to produce the required
buffeting cues, during certain aircraft aerodynamics maneuvers.
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1.2 Motion

The Dynamic Flight Simulater motion is provided “v the Human Centrifune,
Tne centrifuge, illustrated in Fiqure 1, is essentially a tuhular steel arn,
£0 feet long, which is rotated in e horizontal plane 2hout the axes of 2
vertically mounted 4000 hp cirect current motor. The centrifuge arm has a
maximum angular acceleration rate of 1.73 radians/sec and a maximum velocity
of 173 miles/hour. The test subject is enclosed in a spherical qgondola, IC
feet in diameter, located at the end of the arm. The condola is attachec to
the end of the arm by means of a two gimbal system which permits complete
rotational freedom, designated pitch and rcll. A third rotational cegree cf
freedom may be incorporated by installing a six foot diameter yaw cylinder
within the main sphere. The gondola structure can support a weight of 40,000
nounds, or its acceleration equivalent, 1000 pounds at 40 g's. The following
are the maximum angular motion rates about the gondola's geometric center:

Ro11 acceleration 6.7 radians/sec squared
Pitch acceleration 5.7 radians/sec squared
Yaw acceleration 10.0 radians/sec squarec
Roll velocity 20- RPM
Pitch velocity 30 RPH
Yaw velocity 20 RPM

The motions listed above may all occur simultaneously. ODuring tese motions,
the optimum position of both the pileot's heart and the center of mass <f the
gondola is the geometric center of the gondola. Zetailed description of the
NAVAIRDEVCEN centrifuge is presented in reference a.

1.3 Real World Visual Display. A centrifuge visual display system stucy,

i
i
11

conducted last year, reference %, determines that the non punil Forming
Reflective Visual Display system is the most practical real world visual
system that can be incorporated into the centrifuge gondola. This visual
display system, illustrated in figure 5, consists of zan input (CRT, a
beamsplitter and a spherical mirror to produce a virtual image, anpearing at
infinity. The compact construction and 1ight weight makes this system
compatible with the gondola's limited spece. The overall light transmission
is good, but the beamsplitter reduces the image brightness to about twenty
percent of the input source. The most limiting characteristic is in the
restricted field-of-view (48 degrees horizontal by 32 degrees vertical) and,
in particular, the vertical field-of-view. The real worlc visual horizontal
field-of-view will be supplemented by locating two TV monitor systems at the
pilot's peripheral vision.
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Tire real world visual display system can be purchased commercially on
special order, from several manufactuers, inclucding the General Electric Co.,
the Redifon Simulation Co., and the McDonnell Douglas Corporaticn. The cost
of a non Pupil Forming Reflective Visual Display system, capable of
withstanding 10 - 15 g dynamic loading requirements, is about 125K.

1.4 Scene/Target Generator. Several scene generation innuts can “e utilized

with the Non-Pupil Forming Visual Display system including video tape, terrain
mocel boards and computer generated image systems. The computer cenerated
image method of producing a scene is the newest and fastest growing scene
generator type system, and is the most practical system for the Dvnamic Flight
Simulator. Surface terrain and objects to be simulated are modeled in numeric
form and stored in the memory of an image generator. The image generator
converts the three dimensional numeric representation of the ground area in
the data base into a two cdimensional scene projectec on the viewing surface of
a cockpit window. The following is a list of the advantages in utilizing
computer generated images.

Exact perspective

Moving objects can 52 presented

Quick visual environment change
Unlimited altitude prsition and rates
Large area of flight coverage
bultiple channel generation

All objects are in focus

OCO0OO0O00O OO

Commercially available scene generator systems include:

licDonnell Douglas Corp. VITAL IV System
Redifon Simulation Inc. SP1 System
Redifon Simulation Inc. SP2 System
Singer Co. Visulink System

General Electric Co. Compu Scene System

O o0o0o0o0

The specifications for each of the five visual display systems is presented in
figure 6. The scene generation capability of three of these systems is
illustrated in figures 7 to 9. Each display system has characteristics that
make that display system the best one for a particular visual simulation
specification. The Dynamic Flight Simulators scene/target requirements of
presenting a horizon, some ground terrain and skv features, and also a tarcet
aircraft, can bSe accomplished with any of the five candicate systems. Also,
each system has the capability of updating the scene/target image a minimum of
every 1/30 second, in proper perspective, to conform to the pilot's
aerodynamic maneuvers. All five display system candidates provide for 2
resolution of at least 6 arc minutes, but the VITAL IV, SP1 and Visulin%
sytems cannot produce the required 4 ft lamberts of brightness. These three
visual display systems are also similar in that they utilize a Yeam
penetration tube and present a two color (shades of red and qgreen) image.
Also, these three systems are relatively inexpensive (400 - Z00K).
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The SP2 and Compu Scene systems meet all requirements including resolution
and brightness. In addition, they utilize a shadow mask tube and present 2
three color (shades of red, green, and blue) image. A hasic SP2 system costs
about 85CK while a basic Compu Scene system costs about 250CK. These systems
can be expanded to provide a more detailed real world image. The obvious
tradeoff tetween the five system candidates is cost, display hrightness,
terrain detail and 2 vs 3 color presentation.

The real world visual display system and scene generation equipment will
be purchased with funding not detailed as part of the multipurpose dynamic
crewstation nortion of the Dynamic Flight Simulater.

1.5 Computer Systems

The Dynamic Flight Simulator system will provicde for the utilization cf
the 6600 Digital computer, EAI Analog Computer and the IDI Display Generator
computer systems, as described in Appendix A. No adcditional costs are
required to provide the computer capability to handle the Dynamic Flight
Simulator mission tasks; however depending upon the specific mission tasks,
cockpit/computer interface equipment will have to be provided. These costs
will be discussed in the next section of this memorandum,

1.6 Cockpit/Computer Interface

The cockpit/computer interface network, required for the Dynamic Flight
Simulator, includes existing NAVAIRDEVCEN interface units, hasically descrited
in Appendix A and specific Dynamic Flight Simulator interface units which will
depend to some degree on the simulated aircraft and the mission task. The
Signal Distribution System, illustrated in Figure 4, must be wired to conform -
with the Dynamic Flight Simulators requirements. A “J BOX" interface unit is
required to interface the equipment within the centrifuge gondola with the
various computers, and their peripheral equipment. The gondola allews for the
following wiring complement through the systems slip rings.

NAVAIRDEVCEN Centrifuge
Table 4 Gendola Slip Ring Wiring Complement

Section Quantity Current Rating Volts AC Shielding
Physiological 15 1 amn. 250 Individual
Instrument and Control 43 5 amp. 280 Pairs
Instrument and Control 26 1 amp. 250 Pairs

15 amp. §Gondola)
Power 16 35 amp. (Hub) 250 ———-
Coaxial 1¢ 75 ohm. 250 Individual
30 mc

Total 124

Obviously the gondola wiring lines are limited; so therefore an interface
wiring scheme is required that takes these limitations into account. The
proposed Dynamic Flight Simulator "J BOX" is integrated into the rear of the
cockpit panel structure, as illustrated in Figure 10.
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The cockpit panel structure is an exact replica of a F-14 aircraft, but
the interface wiring scheme is designed to accomocate any future fligit
simulator program.

The *J BOX" wiring distribution, illustrated in Figure 11, consists of
four 20 pin coax amp connectors and twelve 56 pin Elco connectors.

0 Twelve coax lines are utilized to crive cockpit displays

o Twelve shielded pairs (5 amp wire) are utilized for the outdiscrete
requirements (24 maximum outdiscretes)

A wiEevmfee TR

0 Seven shielced pairs (1 amp wire) are utilized to provide a maximum
of 63 indiscretes, coded as a binary word, with a differential circuit on each
wired pair. (One shieled pair is used as a control line). This indiscrete
wiring scheme requires the fabrication of an indiscrete interface encoder unit
cesting about 15K

b TR

0 Six shielded pairs (5 amp wire) are utilized to provide Z0 input
potentiometer signals and 10 output potentiometer signals. These signals will
be transferred serially acreoss four of the shielded pairs, anc two shielcec
pairs are usac as control lines. This pctentiometer signal wiring scheme
requires the fa.rication of a potentiometer signal serial irterface unit,
costing about 13K.

0 Seven coax lines, six shielcded pairs (1 amp wire) and six shielded
pairs (5 amp wire) remain to be used to drive the additional Dynamic Flight
Simulator functions, such as the buffet assembly etc.

0 Sixteen power lines are utilized to provide the necessary cockpit
equipment power inputs. Eight 56 pin Elco connectors are used for the cockpit
power distribution interface. Twenty-eight Elco nins are jumpered together,
on each connector, to provide the necessary numher of input lines.

1.7 Problem Control Station. The basic equipment required for the Dynamic
Flight Simulator Program Prchlem Control Station, illustratec in reference 1,
exists at NAVAIRDEVCEN as an integral part of the complete centrifuge
facility., Selected instrumentation, displays, switches, or indicators, will

be provided, as dictated by the specific Dynamic Flight Simulator mission task.

2.0 Software. The Dynamic Flight Simulator Software will “e limited to a
minimal amount of computer costs and software lahor required to integrate,
checkout, and demonstrate the basic multipurpose crewstation. The majority of
the software required to drive the human centrifuge, cockpit instrumentation,
displays, flight controls, etc., will have to be provided by a snecific
program.
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IV Crewstation Simulation Development Effort
1. Work Breakdown Structure

The wWork Breakdown Structure for the design and cevelopment of the Dynamic
Flight Simulator is presented in figure 12. The multipurpose crewstation
labor breakdown (man-months) portion of the Work Breakdown Structure is
presented in table 5.

2. Schedule

The design and development schedule, as illustrated in figure 13, requires
a two year period for completion. This schedule is dictated by the available
funding. _
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Table 5 Multipurpose Crewstation Labor “ork Breakdown /122

W1l.0 Software Development

Wl.1
k1.2
W1.3
kl.4
Wl.5

Gondola Orive

Cockpit Displays

Instrumentation

Real World Visual Display-System
System Integration and Checkout

W2.0 Hardware Development

W2.1

Gondola (Mechanical Hardware)
W2.1.1 F-14 Cockpit and Buffet System
-W2.1.1.1 Design (E)
NZ 1 1.2 Material Acquisition (E)
Fabrication (T)
Contract Negotiation (E)
Contract Fah Liaison (E)
Installation (T)
ight Controls
Design (E)
Material Acquisition (E)
Fabrication (T)
Contract Negotiation (E)
Contract Fab Liaison (E)
Installation (T)
rumentation and Displays
Design (E)
Material Acquisition (E)
Fabrication (T)
Contract Negotiation (E)
Contract Fat Lfaison (E)
Installation (T)
1s, Switches and Indicators
Design (E)
Material Acquisition (E)
Fabrication (T)
Contract Negotiation (E)
Contract Fab Liaison (E)
Installation (T)
Work Display System Installation
Design (E)
Material Acquisition (E)
Fabrication (T)
Contract Negotiation (E)
Contract Fab Liaison (E)
Installation (T)

-ds ®
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Labor Breakdown
(man months)

c.0
0.0
0.0
0.0
2.0
20.5
18.0
5.7%
.25
10.0
0
C
2.0
2.0
.75
.25
1.5
C
0
£
2.0
.5
0
1.¢
.25
.25
0
4.t
1.25
.25
3.0
0
0
0
3.0
1.0
0
1.5
0
c
5
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w2.2

W2.3

wz.4

W2.5

Gondola (Electrical Hardware)

W2.2.1 Flight Controls Instrumentation,
Displays, Panels, Switches,
Indicators, Buffet System
Communications, Etc.

(Wiring & Cabling)

2.2.1.1 Design (E)

2.2.1.2 Material Acquisition (E)

2.2.1.3 Fabrication (T)

2.2.1.4 Contract Negotiation $E;
W2.2.1.5 Contract Fab Liaison (E
W2.2.1.6 Installation (T)

Gondola/Computer Interface - (Mechanical

and Electrical Hardware)

EEFE X

W2.3.1 Signal Distribution System, Cockpit

"J" Box, Indiscrete Encoder, Pot.
Signal Serial Interface
W2.3.1.1 Design (E)
W2.2.1.2 Haterial Acquisition (E)
W2.3.1.3 Fabrication (T)
W2.3.1.4 Contract Negotiation (F)
W2.3.1.5 Contract Fab Liaison (E)
W2.3.1.6 Installation (T)
Real World Visual Display System
W2.4.1 Visual Display
.1 Design (E)
.2 Material Acquisition (E)
.3 Fabrication (T)

o
)
- b

*

4 Contract Negotiation (E)
5 Contract Fab Liaison (E)
6 Installation (T)

ne Generation System

1 Design (E)
2
3
4
5
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Material Acquisition (E)
Fabrication (T)

Contract Negotiation (E)

.5 Contract Fab Liaison (E)
.2.6 Installation (T)

System egration and Checkout

W2.5.1 Cockpit System (E&T)

W2.5.2 Real World Display Systems (EXT)
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V. Resources
1. NAVAIRDEVCEN Manpower Requirements

Development

Wl Software (W1.1 - W1.5)
Inhouse Labor

Engineering 4,0 Man Mo,
Shop/Tech ' 0.0 tan tio.
Suh Total 4.0 Man Mo.
W2 Hardware (W2.1 - W2,5)
Inhouse Labor '
Engineering 18.5 Man Mo.
Shop/Tech 2¢.5 Man Mo.
Sub Total 8.0 man lo.

Development Tctal 52.C !Man Mo.

The total estimates of the Dynamic Flight Simulator Program manpower
requirements over the next two years are ahout

FYSO (Development 2.7 Man Yrs.
FYE1 (Development and Demonstration) 1.5 Man Yrs.




2. Facilities

Development
W1l Software

The software facilities include periodic use of the HAVAIRDEVCEN GECO
computer "A" system for debug and "B" System for integration/validation.

WZ Hardware

The centrifuge gondola is required periodically over 2
installation, integration and checkout of the Dynamic Flight Simulator

equipment.

3. Contracts
Development
Wl Software

None

W2 Hardware

Cockpit Display System
(2 required)

[

“

month period for

€0k




VI Costs
Wl Software (U1.1 - W1.5)

Inhouse Labhor

Engineering (4 man months) (5K/mo) = 20.0K
Shop/Tech (0 man months) (4.2K/mo) = 0
Materials/Computer 1C
Contracts 0

Sub Total 30.0K
K2 Hardware (W2.1 - W2.5)

Inhouse Labor

: Engineering (18.5 man months) {5K/mo) = 102.5K

: Shop/Tech (29.5 man months) (4.2K/mo) = 124

I Materials/Computer 45
Contracts 60

Sut Total 331K
Dynamic Flight Simulator Development
Cost Total 351.5K
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APPENDIX A

A DYNAMIC FLIGHT SIMULATOR CENTRIFUGE
I. DYNAMIC FLIGHT SINULATCR

The NAVAIRDEVCEN Human Centrifuge, illustrated in Fiocure 1£, is one of the
world's larget and most versatile centrifuges. In a climate of large
amplitude six degrees- of-freedom cynamic flight simulators, it is the only
device capable of simulating, under pilot control, the rapidly applied and
sustained G profiles (including huffet) associated with air combat maneuvers;
or the multi- directional complex G profiles associated with out-of-control
flights such as spin.

Additionally, the centrifuge can simulate the near vacuum condition of
125,000 ft altituce, dual-axis vibration from zero to 25 hg., ambient
temperature changes form 1C degrees F, sound levels to 12C reci“les, anc
flight levels from complete darkness to extreme brightness. These
capabilities are provicding the scientists and engineers of the Aircraft anc
Crew Systems Technology Directorate a very unique tool for investigating the
effects of eacin of the individual stresses cf acceleration, vitration,
altitude, temperature, sound, light, and disorientation on pilot performance
combined in an environment such as the real worlc combines stresses,

Actual and simulated cockpits of the F-4, F-14, and A-7 aircraft have been
inserted in the 10 ft sphericai gondola with all controls anc displays
activated through a local analog computer. Studies have been performed to
determine man's nsychological response to the realistic stress environment of
a fighter pilot.

Those studies include an evaluation of the type and location of various
emergency activation devices, the dynamic verification of a number of controls
and displays, and the dynamic testing of various personnel protection and life
support equipment.

Plannec¢ improvements to the simulator include an expansion of its current
analog computer system to include both digital and hybrid computer
capabilities in order to provide more complex cockpit cisplays and controls
for the simulator pilot and to provide the capability of simulating more
cgmple:taircraft, such as the Fl4, F15, F1€, F18 and future high perfcrmance
ajrcraft.
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2 DYNAMIC FLIGHT SIMULATOR COMPUTER FACILITY
2.1 LAVAIRDEVCEN'S CDC €600 COMPUTER

The 6600 computer system pictured in Figure 15 is a CDC £C0CC series hybrid
computer system which was developed for the Naval Air Development Center and
is specifically tailored to MAVAIRDEVCEN's requirements. The system provides
the capability of simultaneously processing various real-time simulation
programs concurrently with the processing of batch jobs, multipie user
communication with the computer system in a conversation mode via terminals,
graphics, and automatic test-data acquisition and processing.

The system consists of two CDC 6600 central processing units (CPUS), ten
peripheral and control processors and a complement of peripheral equipment,
most of which can be shared between the computers. This results in an
interesting and unique configuration in that the central processor is an
extremely high-speed arithmetic processor which communicates only with central
memory while the smaller, slower peripheral and control nrocessnrs communicate
with both central memory and the peripheral devices., This permits the central
processor to continue high-speed computations while the perinheral and control
processors do the slawe [/0 and supervisory operations,

The real-time requirements are satisfied by two hardware real-time
monitors (one per CPU), which initiate real-time operation in response to an
interrupt using the least-time-to-go algorithm, four direct analog/discrete
input/output systems (DADIOS) which send and receive data from HAVAIRDEVCEN'S
real time equipment and a read-write hus adaptor to interface between the
DADIOS and HRTM and central memory.
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2.2 PROGRAMABLE DISPLAY GENERATORS

The m:_cr portion of the display work is nerformer “y three PDP-3
mini-computers and two IDIOM Il computers, pictured in Figure 1€. The PDP-C
is a nigh speec, general purpose digital computer which operztes on 12-“it
binary numbers and has a cycle time of 1.5 microseconds. It is a single
adcress parallel machine that uses two's complement arithmetic. The PDP-8 fs
supported by a comprehensive set of operating system software which allows the
user to efficiently program his applications. Also contained in this computer
is the 338 Programmed Buffered Display which is a display subsystem that
controls a CRT. Up to eight CRTs may he remotely slaved to the 228 Display,
and they may receive identical or different information depending on certain
display file instructions.

The PDP-8 is usally driven by the 6600 computer using an interrupt
procedure. An I/0 routine is called to direct or control the reading of data
into storage in the PDP-8. The cdata consists of positional coordinates,
alphanumerics, verctor lengths, and symbol flag words that specify the items
that are to be displayed. This data may be used to present flight information
to a pilot in a cockpit, acoustical information to a sensor operator, or
tabular informetion.

The two IDIOM II computers are the most recent additions to the simulation
computer facility. The IDIOM is a 16 bit machine with approximately ten times
the cdisplay capabilities of the PDP-fs, ‘
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2.3 ELECTRONIC ASSOCIATES, INC. ANALOG COMPUTER

The Electronic System Simulator (ESS), pictured in Figqure 17, is a solid
state, 100 volt reference analog machine with parallel digital logic. The
analog and digital components are programmahle through analog and digital
patchboards. Each hybrid/analoq machine is connected to the real-time digital
system via trunking to the A/D units and D/A units. Other trunks are
terminated at the various simulation mock-ups.

In general, the hybrid/analog machine is used in the modeling of aircraft
control systems to take advantage of its continuous solutions of complex
transfer functions. Five of the devices are located in the computer
simulation Facility of the Systems Analysis and Engineering Department.
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3. DYHAMIC FLIGHT SIMULATOR CENTRIFUGE/COMPUTER INTERFACE

NAVAIRDEVCER is currently engaged in linking the central computer system
to the Dynamic Flight Simulator ?centrifuge). This effort will he completed 1
October 1579, The program consists of three major elements.

The first is the acquisition of a display and data collection computer.
The second is the development of fiber optic digital-to-digital lin% and
third, the laying of high-quality video and analog transmission lines. Figure
18 shows the three computers and devices in the link.

A detailed description of the major elements follows.

DISPLAY/DATA ACQUISITION COMPUTER

0 PROCESSOR
- Varian (Sperry) V77 Fini-Computer
64K - Words of 660 Mano-Sec Dual Port MEMORY
Hardware Floating Point Processor
Vortex-Real Time Operating System
1. Handles Display Program Generation and Updates
2. Performs Real Time Data Acquisition and Handling Tasks

FIBER OPTIC DATA LINK

High Speed Data Transfer Between CDC 6600 Simulation Computer and
Display/Data Acquisition Computer

DATA TRANSFER CHARACTERISTICS

0 Data Transferred @ 5 Million bits per second

(faster than CDC 6681 channel)

Data Transferred in 256 x 16 bit bHlocks

Total Data Transmission Time for 1 block = 2.1 milliseconds

CABLE TIE IN

Fiber Optic Cable (Galite 5000D0-72) - 2 cables
o For High Speed Digital
24 Coax Cable with External Guard Shield
0 For Single Ended Signals
54 Twisted Pairs Each with Foil Shield
o For Differential Analog Signals
High Quality Double Shielded Twisted Pair Cable - 8 cables
0 Primarily for Differential Video Signals

o o




AUTT 8oey
-Ja3ufr mesago\w@c,.ﬁnucmo
JOIBTNUTS JUBTTS OTWRUAq QT FYNOI4

(zz-ox)sdd 2LiIML A3a131KS 8 .
_[SND XWOD AaAANIIHS pZ . X..WJ&EOV 70..—141:1;2 —W IN

SAIvd A3ISIML aaaa i v¢,
AN visaa Diuldo dagdide.

—ANEY) SOWEAALIN] o Iing / Aalndio
29NA1A1N3Y [ XIWO> poLLwININIG S
\ .
v. 6 AIBSRH

V4 —
Vz
o

” /4
\I\j\ﬁvm | - o

é K - 7
r aﬂﬁﬁ.ﬁ\ alidhov |, mﬂ_.,um A —
o >

b
NS Y

odiro>| [/ kvidsia
aordiaina> /
— ,

ONIaING 3oNd AN

[T
QO




